






Compass1200

Source type: high power LED 

Source life time: >80,000h L70 B10 at 25°C ambient 

temperature 

�6�R�X�U�F�H���•�X�[�� 6190 lm 

Input power:  66 W 

�'�H�O�L�Y�H�U�H�G���H�I�•�F�L�H�Q�F�\�� 75.4 lm/W 

Power supply:  power supply on board, 230 VAC 50/60 Hz, 

class I 

Protection rating:  IP66/67 

Light control:  on/off, analog dimming 1-10 V, DMX-512A 

digital control with RDM, DALI compatible interface 

Light colour/CCT: 2200 K, 3000 K, 4000 K, 6000 K, 

RGB, RGBW 

Beam angles: 8°, 35°, 50°, 8°x45°, 45°x8°, 40°x75°, 100°, 

10°, 30°, 35°x12°, 12°x35°, 80° 

Temperature limits: 

working temperature:	 from -30°C to +50°C

storage temperature: 	from -50°C to +80°C 

Mounting:  surface 

Construction: extruded aluminium alloy, UV-protected 

Polycarbonate front cover, nickel-plated brass gland 

connector, pressure compensation valve 

Connection:  through-wiring, supply cables (on/

off version) or integrated signal and supply cables 

(dimmable versions) with IP68 connectors, 900 W 

maximum line power 

Weight: 4.00 Kg

Roman Forum
Rome Italy
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Compass 600 Compass 900 Compass 1200

4000 K 3 m 9480 lux

85.33 Kcd 5 m 3410 lux

2530 lm 10 m 853 lux

36 W 20 m 213 lux

 50 m 34.1 lux

4000 K 3 m 14.06 Klux

126.5 Kcd 5 m 5060 lux

3760 lm 10 m 1260 lux

52 W 20 m 316 lux

 50 m 50.6 lux

4000 K 3 m 18.75 Klux

168.7 Kcd 5 m 6740 lux

5010 lm 10 m 1680 lux

66 W 20 m 422 lux

 50 m 67.5 lux

4000 K 1 m 6310 lux

6310 cd 2 m 1570 lux

2480 lm 3 m 702 lux

36 W 5 m 253 lux

 10 m 63.2 lux

4000 K 1 m 9370 lux

9370 cd 2 m 2340 lux

3670 lm 3 m 1040 lux

52 W 5 m 375 lux

 10 m 93.7 lux

4000 K 1 m 12.49 Klux

12.49 Kcd 2 m 3120 lux

4900 lm 3 m 1380 lux

66 W 5 m 500 lux

 10 m 125 lux

4000 K 1 m 3970 lux

3970 cd 2 m 993 lux

2500 lm 3 m 441 lux

36 W 5 m 159 lux

 10 m 39.7 lux

4000 K 1 m 5880 lux

5880 cd 2 m 1470 lux

3710 lm 3 m 654 lux

52 W 5 m 236 lux

 10 m 58.9 lux

4000 K 1 m 7850 lux

7850 cd 2 m 1960 lux

4950 lm 3 m 872 lux

66 W 5 m 314 lux

 10 m 78.5 lux

4000 K 2 m 4370 lux

17.51 Kcd 3 m 1940 lux

2530 lm 5 m 701 lux

36 W 10 m 175 lux

 20 m 43.8 lux

4000 K 2 m 6490 lux

25.97 Kcd 3 m 2880 lux

3760 lm 5 m 1030 lux

52 W 10 m 260 lux

 20 m 64.9 lux

4000 K 2 m 8650 lux

34.63 Kcd 3 m 3840 lux

5010 lm 5 m 1380 lux

66 W 10 m 346 lux

 20 m 86.6 lux

8°

35°

50°

8°x45°
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Compass 600 Compass 900 Compass 1200

4000 K 2 m 4370 lux

17.51 Kcd 3 m 1940 lux

2530 lm 5 m 701 lux

36 W 10 m 175 lux

 20 m 43.8 lux

4000 K 2 m 6490 lux

25.97 Kcd 3 m 2880 lux

3760 lm 5 m 1030 lux

52 W 10 m 260 lux

 20 m 64.9 lux

4000 K 2 m 8650 lux

34.63 Kcd 3 m 3840 lux

5010 lm 5 m 1380 lux

66 W 10 m 346 lux

 20 m 86.6 lux

4000 K 1 m 3950 lux

3950 cd 2 m 988 lux

2700 lm 3 m 439 lux

36 W 5 m 158 lux

 10 m 39.5 lux

4000 K 1 m 5860 lux

5860 cd 2 m 1460 lux

4010 lm 3 m 651 lux

52 W 5 m 235 lux

 10 m 58.6 lux

4000 K 1 m 7810 lux

7810 cd 2 m 1950 lux

5340 lm 3 m 869 lux

66 W 5 m 313 lux

 10 m 78.2 lux

4000 K 50 cm 5520 lux

1380 cd 1 m 1380 lux

2760 lm 2 m 345 lux

36 W 3 m 153 lux

 5 m 55.3 lux

4000 K 1 m 2040 lux

2040 cd 2 m 512 lux

4090 lm 3 m 228 lux

52 W 5 m 81.9 lux

 10 m 20.5 lux

4000 K 1 m 2730 lux

2730 cd 2 m 683 lux

5460 lm 3 m 304 lux

66 W 5 m 109 lux

 10 m 27.3 lux

45°x8°

40°x75°

100°

Dynamic Light

This protocol is mainly used for indoor lighting and characterised by a limited 

data transmission speed (1200 baud). It can control small installations with 

simple dynamic programmes with slow scene changes. The DALI protocol 

can control up to 64 luminaires.

This protocol is used for all kinds of dynamic architectural lighting and is the 

perfect solution for RGB light scenes. It has a high data transmission speed 

(250000 baud) and can control 512 independent addresses. Diamante’s 

appliances use DMX-RDM, with bi-directional communication for diagnostics 

and remote addressing.

DALI DMX
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2200K 3000K 4000K 6000K

8° - 82.35 Kcd

Silver grey COM06ANX231SWNB COM06ANX231WWNB COM06ANX231NWNB COM06ANX231CWNB

35° - 6090 cd

Silver grey COM06ANX231SWMB COM06ANX231WWMB COM06ANX231NWMB COM06ANX231CWMB

50° - 3830 cd

Silver grey COM06ANX231SWWB COM06ANX231WWWB COM06ANX231NWWB COM06ANX231CWWB

8°X45° - 16.90 Kcd

Silver grey COM06ANX231SWON COM06ANX231WWON COM06ANX231NWON COM06ANX231CWON

45°X8° - 16.90 Kcd

Silver grey COM06ANX231SWVN COM06ANX231WWVN COM06ANX231NWVN COM06ANX231CWVN

40°X75° - 3810 cd

Silver grey COM06ANX231SWOW COM06ANX231WWOW COM06ANX231NWOW COM06ANX231CWOW

100° - 1330 cd

Silver grey COM06ANX231SWFL COM06ANX231WWFL COM06ANX231NWFL COM06ANX231CWFL

Compass 600 - 230VAC On/off Compass 600 - 230VAC 1-10V

2200K 3000K 4000K 6000K

8° - 82.35 Kcd

Silver grey COM06ANV231SWNB COM06ANV231WWNB COM06ANV231NWNB COM06ANV231CWNB

35° - 6090 cd

Silver grey COM06ANV231SWMB COM06ANV231WWMB COM06ANV231NWMB COM06ANV231CWMB

50° - 3830 cd

Silver grey COM06ANV231SWWB COM06ANV231WWWB COM06ANV231NWWB COM06ANV231CWWB

8°X45° - 16.90 Kcd

Silver grey COM06ANV231SWON COM06ANV231WWON COM06ANV231NWON COM06ANV231CWON

45°X8° - 16.90 Kcd

Silver grey COM06ANV231SWVN COM06ANV231WWVN COM06ANV231NWVN COM06ANV231CWVN

40°X75° - 3810 cd

Silver grey COM06ANV231SWOW COM06ANV231WWOW COM06ANV231NWOW COM06ANV231CWOW

100° - 1330 cd

Silver grey COM06ANV231SWFL COM06ANV231WWFL COM06ANV231NWFL COM06ANV231CWFL

2200K 3000K 4000K 6000K

8° - 81.76 Kcd

Silver grey COM06AND231SWNB COM06AND231WWNB COM06AND231NWNB COM06AND231CWNB

35° - 6050 cd

Silver grey COM06AND231SWMB COM06AND231WWMB COM06AND231NWMB COM06AND231CWMB

50° - 3800 cd

Silver grey COM06AND231SWWB COM06AND231WWWB COM06AND231NWWB COM06AND231CWWB

8°X45° - 16.78 Kcd

Silver grey COM06AND231SWON COM06AND231WWON COM06AND231NWON COM06AND231CWON

45°X8° - 16.78 Kcd

Silver grey COM06AND231SWVN COM06AND231WWVN COM06AND231NWVN COM06AND231CWVN

40°X75° - 3780 cd

Silver grey COM06AND231SWOW COM06AND231WWOW COM06AND231NWOW COM06AND231CWOW

100° - 1320 cd

Silver grey COM06AND231SWFL COM06AND231WWFL COM06AND231NWFL COM06AND231CWFL

Compass 600 - 230VAC DMX-512A

RGB

8° - 81.76 Kcd

Silver grey COM06AND231RTNB

35° - 6050 cd

Silver grey COM06AND231RTMB

50° - 3800 cd

Silver grey COM06AND231RTWB

8°X45° - 16.78 Kcd

Silver grey COM06AND231RTON

45°X8° - 16.78 Kcd

Silver grey COM06AND231RTVN

40°X75° - 3780 cd

Silver grey COM06AND231RTOW

100° - 1320 cd

Silver grey COM06AND231RTFL

Compass 600 - 230VAC DMX-512A

RGBW

10° - 34,06 Kcd

Silver grey COM06AND231RWNB

30° - 6320 cd

Silver grey COM06AND231RWMB

50° - 3800 cd

Silver grey COM06AND231RWWB

12°X35° - 9260 cd

Silver grey COM06AND231RWON

35°X12° - 9260 cd

Silver grey COM06AND231RWVN

40°X75° - 3780 cd

Silver grey COM06AND231RWOW

80° - 1370 cd

Silver grey COM06AND231RWFL
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2200K 3000K 4000K 6000K

8° - 82.35 Kcd

Silver grey COM06ANA231SWNB COM06ANA231WWNB COM06ANA231NWNB COM06ANA231CWNB

35° - 6090 cd

Silver grey COM06ANA231SWMB COM06ANA231WWMB COM06ANA231NWMB COM06ANA231CWMB

50° - 3830 cd

Silver grey COM06ANA231SWWB COM06ANA231WWWB COM06ANA231NWWB COM06ANA231CWWB

8°X45° - 16.90 Kcd

Silver grey COM06ANA231SWON COM06ANA231WWON COM06ANA231NWON COM06ANA231CWON

45°X8° - 16.90 Kcd

Silver grey COM06ANA231SWVN COM06ANA231WWVN COM06ANA231NWVN COM06ANA231CWVN

40°X75° - 3810 cd

Silver grey COM06ANA231SWOW COM06ANA231WWOW COM06ANA231NWOW COM06ANA231CWOW

100° - 1330 cd

Silver grey COM06ANA231SWFL COM06ANA231WWFL COM06ANA231NWFL COM06ANA231CWFL

Compass 600 - 230VAC DALI

2200K 3000K 4000K 6000K

8° - 123.5 Kcd

Silver grey COM09ANX231SWNB COM09ANX231WWNB COM09ANX231NWNB COM09ANX231CWNB

35° - 9140 cd

Silver grey COM09ANX231SWMB COM09ANX231WWMB COM09ANX231NWMB COM09ANX231CWMB

50° - 5740 cd

Silver grey COM09ANX231SWWB COM09ANX231WWWB COM09ANX231NWWB COM09ANX231CWWB

8°X45° - 25.36 Kcd

Silver grey COM09ANX231SWON COM09ANX231WWON COM09ANX231NWON COM09ANX231CWON

45°X8° - 25.36 Kcd

Silver grey COM09ANX231SWVN COM09ANX231WWVN COM09ANX231NWVN COM09ANX231CWVN

40°X75° - 5720 cd

Silver grey COM09ANX231SWOW COM09ANX231WWOW COM09ANX231NWOW COM09ANX231CWOW

100° - 1990 cd

Silver grey COM09ANX231SWFL COM09ANX231WWFL COM09ANX231NWFL COM09ANX231CWFL

Compass 900 - 230VAC On/off

2200K 3000K 4000K 6000K

8° - 123.5 Kcd

Silver grey COM09ANV231SWNB COM09ANV231WWNB COM09ANV231NWNB COM09ANV231CWNB

35° - 9140 cd

Silver grey COM09ANV231SWMB COM09ANV231WWMB COM09ANV231NWMB COM09ANV231CWMB

50° - 5740 cd

Silver grey COM09ANV231SWWB COM09ANV231WWWB COM09ANV231NWWB COM09ANV231CWWB

8°X45° - 25.36 Kcd

Silver grey COM09ANV231SWON COM09ANV231WWON COM09ANV231NWON COM09ANV231CWON

45°X8° - 25.36 Kcd

Silver grey COM09ANV231SWVN COM09ANV231WWVN COM09ANV231NWVN COM09ANV231CWVN

40°X75° - 5720 cd

Silver grey COM09ANV231SWOW COM09ANV231WWOW COM09ANV231NWOW COM09ANV231CWOW

100° - 1990 cd

Silver grey COM09ANV231SWFL COM09ANV231WWFL COM09ANV231NWFL COM09ANV231CWFL

Compass 900 - 230VAC 1-10V
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2200K 3000K 4000K 6000K

8° - 123.5 Kcd

Silver grey COM09AND231SWNB COM09AND231WWNB COM09AND231NWNB COM09AND231CWNB

35° - 9140 cd

Silver grey COM09AND231SWMB COM09AND231WWMB COM09AND231NWMB COM09AND231CWMB

50° - 5740 cd

Silver grey COM09AND231SWWB COM09AND231WWWB COM09AND231NWWB COM09AND231CWWB

8°X45° - 25.36 Kcd

Silver grey COM09AND231SWON COM09AND231WWON COM09AND231NWON COM09AND231CWON

45°X8° - 25.36 Kcd

Silver grey COM09AND231SWVN COM09AND231WWVN COM09AND231NWVN COM09AND231CWVN

40°X75° - 5720 cd

Silver grey COM09AND231SWOW COM09AND231WWOW COM09AND231NWOW COM09AND231CWOW

100° - 1990 cd

Silver grey COM09AND231SWFL COM09AND231WWFL COM09AND231NWFL COM09AND231CWFL

Compass 900 - 230VAC DMX-512A

RGB

8° - 123.5 Kcd

Silver grey COM09AND231RTNB

35° - 9140 cd

Silver grey COM09AND231RTMB

50° - 5740 cd

Silver grey COM09AND231RTWB

8°X45° - 25.36 Kcd

Silver grey COM09AND231RTON

45°X8° - 25.36 Kcd

Silver grey COM09AND231RTVN

40°X75° - 5720 cd

Silver grey COM09AND231RTOW

100° - 1990 cd

Silver grey COM09AND231RTFL

Compass 900 - 230VAC DMX-512A

RGBW

10° - 50,06 Kcd

Silver grey COM09AND231RWNB

30° - 9290 cd

Silver grey COM09AND231RWMB

50° - 5740 cd

Silver grey COM09AND231RWWB

12°X35° - 13.62 Kcd

Silver grey COM09AND231RWON

35°X12° - 13.62 Kcd

Silver grey COM09AND231RWVN

40°X75° - 5720 cd

Silver grey COM09AND231RWOW

80° - 2020 cd

Silver grey COM09AND231RWFL

2200K 3000K 4000K 6000K

8° - 123.5 Kcd

Silver grey COM09ANA231SWNB COM09ANA231WWNB COM09ANA231NWNB COM09ANA231CWNB

35° - 9140 cd

Silver grey COM09ANA231SWMB COM09ANA231WWMB COM09ANA231NWMB COM09ANA231CWMB

50° - 5740 cd

Silver grey COM09ANA231SWWB COM09ANA231WWWB COM09ANA231NWWB COM09ANA231CWWB

8°X45° - 25.36 Kcd

Silver grey COM09ANA231SWON COM09ANA231WWON COM09ANA231NWON COM09ANA231CWON

45°X8° - 25.36 Kcd

Silver grey COM09ANA231SWVN COM09ANA231WWVN COM09ANA231NWVN COM09ANA231CWVN

40°X75° - 5720 cd

Silver grey COM09ANA231SWOW COM09ANA231WWOW COM09ANA231NWOW COM09ANA231CWOW

100° - 1990 cd

Silver grey COM09ANA231SWFL COM09ANA231WWFL COM09ANA231NWFL COM09ANA231CWFL

Compass 900 - 230VAC DALI
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2200K 3000K 4000K 6000K

8° - 164.7 Kcd

Silver grey COM12ANX231SWNB COM12ANX231WWNB COM12ANX231NWNB COM12ANX231CWNB

35° - 12.20 Kcd

Silver grey COM12ANX231SWMB COM12ANX231WWMB COM12ANX231NWMB COM12ANX231CWMB

50° - 7660 cd

Silver grey COM12ANX231SWWB COM12ANX231WWWB COM12ANX231NWWB COM12ANX231CWWB

8°X45° - 33.81 Kcd

Silver grey COM12ANX231SWON COM12ANX231WWON COM12ANX231NWON COM12ANX231CWON

45°X8° - 33.81 Kcd

Silver grey COM12ANX231SWVN COM12ANX231WWVN COM12ANX231NWVN COM12ANX231CWVN

40°X75° - 7630 cd

Silver grey COM12ANX231SWOW COM12ANX231WWOW COM12ANX231NWOW COM12ANX231CWOW

100° - 2660 cd

Silver grey COM12ANX231SWFL COM12ANX231WWFL COM12ANX231NWFL COM12ANX231CWFL

Compass 1200 - 230VAC On/off

2200K 3000K 4000K 6000K

8° - 163.5 Kcd

Silver grey COM12AND231SWNB COM12AND231WWNB COM12AND231NWNB COM12AND231CWNB

35° - 12.11 Kcd

Silver grey COM12AND231SWMB COM12AND231WWMB COM12AND231NWMB COM12AND231CWMB

50° - 7600 cd

Silver grey COM12AND231SWWB COM12AND231WWWB COM12AND231NWWB COM12AND231CWWB

8°X45° - 33.56 Kcd

Silver grey COM12AND231SWON COM12AND231WWON COM12AND231NWON COM12AND231CWON

45°X8° - 33.56 Kcd

Silver grey COM12AND231SWVN COM12AND231WWVN COM12AND231NWVN COM12AND231CWVN

40°X75° - 7570 cd

Silver grey COM12AND231SWOW COM12AND231WWOW COM12AND231NWOW COM12AND231CWOW

100° - 2640 cd

Silver grey COM12AND231SWFL COM12AND231WWFL COM12AND231NWFL COM12AND231CWFL

Compass 1200 - 230VAC DMX-512A

2200K 3000K 4000K 6000K

8° - 164.7 Kcd

Silver grey COM12ANV231SWNB COM12ANV231WWNB COM12ANV231NWNB COM12ANV231CWNB

35° - 12.20 Kcd

Silver grey COM12ANV231SWMB COM12ANV231WWMB COM12ANV231NWMB COM12ANV231CWMB

50° - 7660 cd

Silver grey COM12ANV231SWWB COM12ANV231WWWB COM12ANV231NWWB COM12ANV231CWWB

8°X45° - 33.81 Kcd

Silver grey COM12ANV231SWON COM12ANV231WWON COM12ANV231NWON COM12ANV231CWON

45°X8° - 33.81 Kcd

Silver grey COM12ANV231SWVN COM12ANV231WWVN COM12ANV231NWVN COM12ANV231CWVN

40°X75° - 7630 cd

Silver grey COM12ANV231SWOW COM12ANV231WWOW COM12ANV231NWOW COM12ANV231CWOW

100° - 2660 cd

Silver grey COM12ANV231SWFL COM12ANV231WWFL COM12ANV231NWFL COM12ANV231CWFL

Compass 1200 - 230VAC 1-10V

RGB

8° - 163.5 Kcd

Silver grey COM12AND231RTNB

35° - 12,11 Kcd

Silver grey COM12AND231RTMB

50° - 7600 cd

Silver grey COM12AND231RTWB

8°X45° - 33.56 Kcd

Silver grey COM12AND231RTON

45°X8° - 33.56 Kcd

Silver grey COM12AND231RTVN

40°X75° - 7570 cd

Silver grey COM12AND231RTOW

100° - 2640 cd

Silver grey COM12AND231RTFL

Compass 1200 - 230VAC DMX-512A

RGBW

10° - 64,32 Kcd

Silver grey COM12AND231RWNB

30° - 11,95 Kcd

Silver grey COM12AND231RWMB

50° - 7600 cd

Silver grey COM12AND231RWWB

12°X35° - 17.50 Kcd

Silver grey COM12AND231RWON

35°X12° - 17.50 Kcd

Silver grey COM12AND231RWVN

40°X75° - 7570 cd

Silver grey COM12AND231RWOW

80° - 2590 cd

Silver grey COM12AND231RWFL
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2200K 3000K 4000K 6000K

8° - 164.7 Kcd

Silver grey COM12ANA231SWNB COM12ANA231WWNB COM12ANA231NWNB COM12ANA231CWNB

35° - 12.20 Kcd

Silver grey COM12ANA231SWMB COM12ANA231WWMB COM12ANA231NWMB COM12ANA231CWMB

50° - 7660 cd

Silver grey COM12ANA231SWWB COM12ANA231WWWB COM12ANA231NWWB COM12ANA231CWWB

8°X45° - 33.81 Kcd

Silver grey COM12ANA231SWON COM12ANA231WWON COM12ANA231NWON COM12ANA231CWON

45°X8° - 33.81 Kcd

Silver grey COM12ANA231SWVN COM12ANA231WWVN COM12ANA231NWVN COM12ANA231CWVN

40°X75° - 7630 cd

Silver grey COM12ANA231SWOW COM12ANA231WWOW COM12ANA231NWOW COM12ANA231CWOW

100° - 2660 cd

Silver grey COM12ANA231SWFL COM12ANA231WWFL COM12ANA231NWFL COM12ANA231CWFL

Compass 1200 - 230VAC DALI

Miscellaneous

code description

F400019NANT Leader cable on/off fixtures 5 m

F400020NANT Leader cable on/off fixtures 20 m

F400023NANT Leader cable dimmable fixtures 5 m

F400024NANT Leader cable dimmable fixtures 20 m

F400022NANT Jumper cable on/off fixtures 2 m

F400021NANT Jumper cable on/off fixtures 5 m

F400026NANT Jumper cable dimmable fixtures 2 m

F400025NANT Jumper cable dimmable fixtures 5 m

Boulevard Ring
Moscow Russia
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